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, This mo du le / ex pan si on mo du le is de sig ned for use in, or con nec ti on with el meg pro ducts (e.g. te le -
pho nes, PABX sys tems). Plea se ob ser ve the in struc tions in the user’s ma nu als for the pro ducts in vol -
ved. 

• In ten ded use of the mo du le / ex pan si on mo du le
• Sa fe ty and as sem bly in struc tions
• War ran ty
• Con for mi ty
• Third par ty rights

The was te con tai ner sym bol with the "X" through it on the de vi ce in di ca tes that the de vi ce must be dis po sed of se pa -
ra te ly from nor mal do mes tic was te at an ap pro pria te was te dis po sal fa ci li ty at the end of its use ful ser vi ce li fe.

Declaration of conformity and CE mark

This de vice meets the re quire ments of the fol low ing EC di rec tive R&TTE 6/3/EG:

»Di rec tive 1999/5/EC of the Eu ro pean Par lia ment and of the Coun cil of 9 March 1999 on ra dio equip -
ment and tele com mu ni ca tions ter mi nal equip ment and the mu tual rec og ni tion of their conformity«.

You can also re quest this EC dec la ra tion of con for mity at the fol low ing Internet URL:
http://www.bin tec-el meg.com.

The waste con tainer sym bol with the “X” through it on the de vice in di cates that the de vice must be
dis posed of sep a rately from nor mal do mes tic waste at an ap pro pri ate waste dis posal fa cil ity at the end 
of its use ful service life..

© bintec elmeg GmbH - All rights reserved.

Re print ing of this doc u ment, even ex cerpts, is per mit ted only with the ex press con sent of the pub lisher and with pre -
cise source in for ma tion, re gard less of the me dia used (me chan i cal or electronic).

Func tion de scrip tions in cluded in this doc u men ta tion which re fer to soft ware prod ucts of other man u fac tur ers are
based on the soft ware used and valid at the date the doc u men ta tion was pre pared or pub lished. The prod uct and
com pany names used in this doc u men ta tion may be protected by trademarks.



EnglishAd di tio nal key bo ard

The ad di tio nal key bo ard is de sig ned for being con nec ted to the el meg ISDN te le pho nes CS400,  CS410 and CS410-U.
The se te le pho nes are equip ped with a se pa ra te port for con nec ting the additional keypad. 

The ad di tio nal key pad is equip ped with keys with in set LEDs (T400 = 20 keys, T400/2 = 10 keys), which can be used
on two le vels as free ly pro gram ma ble functi on but tons. The LED is as sig ned to the first le vel. Anot her two LEDs are
pro vi ded for in di ca ting ad di tio nal information.

Sa fe ty no tes

Ob ser ve the sa fe ty no ti ces and in struc tions in the user’s ma nu al for your te le pho ne.

Unpacking and placing the additional keyboard

Un pa cking

Ad di tio nal key bo ard, con nec ti on ca ble (8-wire, RJ45 - RJ45), 3 screws, sup port, as sem bly in struc tions.

Pla cing and clea ning

For pla cing and clea ning the te le pho ne, plea se ob ser ve the in struc tions gi ven in the ope ra ting in struc tions. The se no -
tes ap ply also to the  ad di tio nal keyboard. 

Connecting the additional keyboard

1 Bot tom of te le pho ne

2 Bot tom of ad di tio nal key bo ard

3 Hole and studs (3 studs) for moun ting the
ad di tio nal key bo ard 

4 Con nec ti on ca ble

5 Ca ble hol der

6 Jack for the ad di tio nal key bo ard (in put)

7 Only T400: Jack for anot her ad di tio nal key -
bo ard (out put)

8 Moun ting lo ca ti on for rub ber sup port

9 Po wer supp ly con nec tor

0 Studs (3 studs) for moun ting anot her ad di -
tio nal key pad

Unpacking and placing the additional keyboard Ad di tio nal key bo ard
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In stal la ti on pro ce du re
• Un plug the ISDN con nec tor for the te le pho ne from the ISDN out let.
• Pla ce the front of te le pho ne and the ad di tio nal key pad on a soft sur fa ce. The na me pla tes must be able to be read

from the front (see fi gu re). 
The ad di tio nal key pad must be pla ced to the left of the te le pho ne. The fi xing ho les in the ad di tio nal key pad
must be po si tio ned over the cor re spon ding screw domes on the telephone 3.

• Se cu re the ad di tio nal key bo ard with the supp lied studs to the te le pho ne 3.
• Con nect the con nec ti on ca ble 4 as shown in the fi gu re and se cu re it un der the ca ble hol der 5.
• Fas ten the sup port 8.
• Now turn the te le pho ne and ad di tio nal key pad over and set them on the rub ber supp orts.
• Plug the ISDN con nec tor of your pho ne back into the ISDN out let. Af ter in itia li za ti on (start-up) of your te le -

pho ne the pho ne and the ad di tio nal key pad are im me di ate ly ready for operation.

Programming the additional keyboard

Con fi gu re the functi on keys and the LEDs for the ad di tio nal key pad using the Pro fes sio nal Con fi gu ra tor on the
WIN-Tools CD-ROM for your telephone.

Changing the label

The la bel pa nels for the functi on keys are in clu ded on a se pa ra te sheet en clo sed in the ope ra ting in struc tions. Cut out
the la bel you wish to use.
To chan ge the la bel pa nel, press the fle xi ble co ver to get her bet ween your in dex fin ger and thumb and lift it out. The
la bel pa nel can now be chan ged.
You can fill out and then print the la bel for your ad di tio nal key pad using the Pro fes sio nal Con fi gu ra tor. Also avai la -
ble on the WIN-Tools CD-ROM is an Ado be Acro bat file con tai ning tem pla tes that you can also fill in and print out.

Connecting further button boards (cascading)

Up to three ad di tio nal key pads can be con nec ted (cas ca ded) to your te le pho ne. The ad di tio nal T400/2 key pad is de -
sig ned for ope ra ti on at the end of a cas ca ding line.  A plug-in po wer supp ly is re qui red if you use more than one ad di -
tio nal key pad. Use only the ap pro ved po wer supp ly units avai la ble as ac ces so ry
(Plug-in po wer supp ly unit T400 / Ident-Num ber: 220872.5
Plug-in po wer supp ly unit T400-UK / Ident-Nummer: 220873.3).

In stal la ti on pro ce du re

• Un plug the ISDN con nec tor for the te le pho ne from the ISDN out let. Re mo ve the plug-in po wer supp ly (if avai -
la ble).

• Pro ceed as des cri bed for the te le pho ne and ad di tio nal key pad. 
Se cu re the ad di tio nal key bo ard at the po si tions 0 mar ked in the il lu stra ti on. Con nect the con nec ting cord to the 
left jack 7 of the exi sting ad di tio nal key pad and to the right jack 6 of the new module.

• Plug the plug-in po wer supp ly unit into the ap pro pria te jack 9 for an ad di tio nal key pad.
• Plug the ISDN con nec tor of your pho ne back into the ISDN out let. Af ter in itia li za ti on (start-up) of your te le -

pho ne the pho ne and the ad di tio nal key pad are im me di ate ly ready for operation.

Ad di tio nal key bo ard Programming the additional keyboard
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In stal la ti on pro ce du re Ad di tio nal key bo ard
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Ad di tio nal key bo ard

bin tec elmeg GmbH
Süd west park 94
D-90449  Nürn berg

For in for ma ti on on sup port and ser vi ce of fe rings plea se vi sit our Web si te at
www.bin tec-el meg.com whe re, you will find a Ser vi ce / Sup port area

Sub ject to mo di fi ca tions 
Aus ga be 6 / 20131213


